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BaxHas nHdpopmauma:
Important information:

_ KomnoHeHTbI
~ Component
1.:11 MocnegoBaTenbHOCTL MOHTaXa
Mounting sequence

Bce obnacTtu 3axnma Heo6xoaAMmo
OYMCTUTL O YCTaHOBKN (PYPHUTYPSI.
Wcnonb3yiiTe ToNbKo cneuuansHble
YnCTSALME CpeacTBa Ans CTEKoJ.

All glass clamping areas have to
be cleaned with standard glass
cleaning products prior to installation.

ﬂ He ucnonb3yiTte pactBopuTenb
Do not use thinners

MoaroToBka cTekna:
Glass preparation:

OTBepcTMe Nog nNoTanHoe KpernneHue.
Hole for countersunk single-point fixing.

®26
®32
90°

Heo6xoAanMbie MHCTPYMEHTbI:
Installation tool:

O3MM O4MM O6MM
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BapuaHTbl cucTembl pacnaliHbix ABepen:
Versions of pivot door system:

22

\

Kpennenue pacnaliuHon aBepw K NOTOKMY
Pivoting door for installation onto ceiling

max. 800mm

A

* BokoBas naHernb = 3a30p 5 MM / cTeHa = 3a3op 8 MM
* Sidelight = 5 mm clearance / wall = 8 mm clearance

D

Pivoting door with overpanel

ﬁ/ PacnawHas asepb ¢ ppamyron

A

PacnaluHas aBepb ¢ hpamyroit u 60KOBOI NaHenbo
Pivoting door with overpanel and sidelight

e
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Tunbl oceBbIX WITaHT:
Types of pivot rods:

XT

OceBasi WTaHra A4nNMHHOro TMna
Full-length pivot rod

N

OceBas WTaHra KOPOTKOro TUna
Pivot rod set, short type

NN

QOceBas WTaHra ¢ gekopaTueBHom Tpy6oi
Pivot rod set with intermediate tube

\
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KomnnekT noctaBkun Habopa COMPACT:
Scope of delivery COMPACT sets:

Mapa oceBbIX LUTaHr KOPOTKOro TuMa ¢ 4-ms
TOYEYHBIMU Kpenexamu.
[ononHuTenbHo ¢ AekopaTUBHON TPYGON.

Pair of top/bottom pivot rods, short type
with 4 single-point fixings.
Optional with intermediate tube.

Komnnekr 1

HwxHsia netns nog gosogunk DORMA BTS/HanonbHyo ocb
Pivot bearing for DORMA BTS/floor pivot

BepxHsist neTns ans KpenreHus K NoTonky, perynupyemas
Pivot bearing for installation to ceiling, adjustable

f

PT 25 BepxHss ocb ¢ aHKepom
PT 25 top pivot with plug

Komnnekr 2 S

" HwxHsia netns nog gosoaunk DORMA BTS/HanonbHyo ocb
. Pivot bearing for DORMA BTS/floor pivot

0

=
' BepxHsas netns
\(\/ Top pivot bearing

PUTUHT bpamyru ¢ oCbio
Pivot bearing location for overpanel

Komnnekr 3

Pivot bearing for DORMA BTS/floor pivot

BepxHsas netns
Top pivot bearing

PuUTHHr bpamyrn/6okoBari NaHenu ¢ oCbio
Overpanel/sidelight connector with pivot bearing location
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KomnnekT noctaBku Habopa CONCEPT:
Scope of delivery CONCEPT:

LlenbHasi oceBas WTaHra, NOAroToBneHHas, MKCMPOBaAHHOW AUHbI

Solid pivot rod, drilled, fixed length

g unu / or

PT 25 BepxHss ocb
PT 25 top pivot

mnu / or

BepxHss netns gns kpenneHus K
NoTonKy, perynupyemas

Pivot bearing for installation to
ceiling, adjustable

DORMA-Glas

mnu / or

PUTUHT hpamyru ¢ ocblo
Pivot bearing location

)
N

BepxHsis netns
Top pivot bearing
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g
TouyeuHoe kpennexHue Ans GUKcaumm 0OCeBON LUTAHIM K CTEeKNy
d Single-point fixing, rod to glass
q HwxHsia netns nog gosoaunk DORMA BTS/HanonbHyo ocb
Pivot bearing for DORMA BTS/floor pivot
q

PuUTUHI bpamyrn/60KoBOI NAHENM C OCbHO
Overpanel/sidelight connector
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1. YcTaHOBKa BEpXHEN U HUXXHEW ocen/goBoavmka:
1. Install the top pivot bearing and floor pivot/ spring:

[ns npaBunbHOW YCTAHOBKM BaM NOTpebytoTcs AeTanbHble YepTexu 29-081
(cbuTnHr cppamyrn), 29-085 (HanonbHasi ock) U 29-086 (HWKHAA NeTns). HanonbHas
OCb BXOAMT B KOMMIEKT NOCTaBKU.

For a correct installation you will need the detail drawings 29-081 (top pivot bearing),
‘ﬁ 29-085 ( floor spring) and 29-086 (bottom pivot bearing). The floor spring mounting

instruction is part of delivery.

2. YcTaHOBKa (PMTUHra C OCbHO:
2. Installation of top pivot bearings:

Kpennexue Ha dpamyry:
If an overpanel:

2.1 Y6eauTecn, 4T0o cbpamyra ycTaHOBreHa NpaBuibHO. YCTaHOBUTE (OUTUHT hpamMyrit U OCb C TOYEYHBIMU KPEMNMEHUSIMU Ha ppamyry.
2.1 Ensure that the overpanel is professional installed. Fix pivot bearing with single-point fixings to overpanel.

6 MM ®pamyra / overpanel
15 Hm

KpenneHune Ha cbpamyry n 60KOBYIO NaHenb:
If an overpanel and sidelight:

2.1 Y6eauTech, 4To hpamyra n 6okoBasi naHemnb yCTaHOBMNEHbI NPaBUIbHO. YCTaHoBUTE (PUTUHT dopamyri/60OKOBOM NaHenm n ocb ¢
TOYEYHbIM KpPeneHsMU.

2.1 Ensure that the overpanel and sidelight are professional installed. Fix overpanel/sidelight connector with pivot bearing with single-point
fixings.

BokoBas naHensb / sidelight

®dpamyra / overpanel

6 MM
15 Hm

TouyeyHble kpenexu ans dputuHra dppamyru/
6okoBoV naHenu

Single-point fixing for overpanel / sidelight
connector
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3. YcTtaHOBKa 0CeBOWM LUTAHIU:
3. Installation of pivot rods:

Bupg X

‘ﬂ B cnyyae ucnonb3oBaHUA OCEBbIX LUTAHT KOPOTKOrO TUNA, yCTaHaBnunBakTCs
BEPXHSSI Y HUXKHSAS LUTAHTW C AEKOPaTUBHOW TPy6OW.

ﬂ In case of using short type of pivot rods, assemble the top and bottom ‘ 6 Mm
rods with the intermediate tube. 15 Hwm

4. YcTaHOBKa HWXHeW neTnu:
4. Installation of bottom pivot bearing:

4.1 3aKkpenuTe HKHIOO NETI0 Ha OCEBYIO LUTAHry NIOCKON CTOPOHOM K CTEKITY.
4.1 Slide the bottom pivot bearing with flat side to glass onto pivot rod.
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4. YcTaHOBKa HWXXHeM NeTnm :
4. Installation of bottom pivot bearing:

HmkHAS neTns gomkHa HaxoguTbCs B OAHOW MIIOCKOCTU C
Kpomkon ctekna! [ns KoMmneHcauuu pasHoCTVM MO BbICOTE
yaanute nubo BCTaBbTe MacTUKOBbIE NPOCTaBKM!

The bottom pivot bearing must be flush with glass edge! MnacTMKoBble MPOCTaBKY

> B

If necessary insert or remove plastic disks to adjust plastic disks
height differences!

5. YcTtaHOBKa BepxHeW neTnu:
5. Installation of top pivot bearing:

5.1 MnaBHO nepeaBuranTe BepXHIOK NETIIO NIOCKOM CTOPOHOM K CTEKIy A0 CONPUKOCHOBEHUS C
TOYEYHbIM KPenexoMm Ha 0CeBOM LITaHre.
5.1 Slide the top pivot bearing with flat side to glass until it touches single-point fixing on pivot rod.
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6. YcTaHOBKa py4KU-CKOObI UNKM PYyUYKU-KHOG (MOHTaXHble MHCTPYKLMW BXOOAT B KOMMIEKT NOCTaBKM).
6. Install the pull handle bar or door knob ( instructions enclosed).

7. YcTaHOBKa pacnaliHou aBepu:
7. Installation of pivot door:

7.1 YcTaHoBUTE pacnallHyo ABepb Ha WNWMHAENb U 7 MM NPOCTaBKU.
7.1 Place pivot door onto spindle of bottom pivot bearing and additional 7mm support blocks.

7.2 YcTaHoBUTE pacnallHylo ABepb BepTUKaNbHO.
7.2 Align siwng door into plumb position.

MpocTaBkn
support blocks
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8. YcTtaHOBKa BepxHen neTnu:
8. Installation of top pivot bearing:

8.1 YcTaHoBUTE BEPXHIO METAIO CO BTYMKOW Ha 60onT PT25 B 3aBMCMMOCTM OT TnNa KOHCTPYKLUK (CMOTPUTE HUXKE).
8.1 Slide the top pivot bearing according to installation situation with the bush onto the PT 25 bolt (see below) .

N

8.1

8.1

DORMA-Glas

8.1

8.2

4 Mmm
15 Hm
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9. PerynupoBka pacnalwiHoOW gBepu:
9. Adjustment of pivot door:

‘ﬂ PerynvupoBka asepv no BbICOTE, HYNEBOro NOMNoXeHusl, 6GOKOBbIX 3a30POB:
MNoxanyncra, CMOTPUTE MHCTPYKLUMIO K 4OBOAYUKY!

‘é Adjutment of door height, zero position, as well as lateral clearance at the bottom:
Please see instruction of floor spring!

6 MM
9.1 OcnabbTe BUHTbI
9.1 loosen screws J
75\
_ /I//‘O\
&)
9.2 OTperynupyiTe ABEPb NO BLICOTE U 3aTAHUTE BUHTLI.
9.2 Adjust the door and tighten the screws.
6 MM
15 Hm
+25
J
2
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9. PerynupoBka pacnalwiHoOW gBepu:
9. Adjustment of pivot door:

KoppekTnpoBKka pacnonoxeHvne ABepy OCYLLECTBASETCA C MOMOLLBIO perynnpoBku oceBon BcTaskm PT 25.
Possible adjustments for insert in the top pivot bearing to adjust the swing door to PT 25.

PerynvpoBka ocyLlecTBnsieTcs BUHTamMu MoBopoT oceBoW BCTaBkM Makc. Ha 90°,
Adjustment by means of grub screws perynmpoBka ¢ NOMOLLIbHO BUHTOB.

Insert rotated to 90°, also
adjustment by means of grub screws
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10. HyneBoe nonoxeHue pacnawHON ABepU:
10. Zero position of pivot door:

7,

HyneBoe nonoxeHwe / zero position

|
R

+25 —

PerynupoBka:
Adjustment:

10.1 PerynupoBka ¢ NOMOLLbIO PeryfMpoBOYHbIX BUHTOB
10.1 Adjustment through grub screws

10.2 MNocne 3aBepLUEHNS PErynMpoBKM, 3aTaHUTE grub BUHTBI!
10.2 After adjustment is completed, tighten the grub screws!
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11. YcTaHOBKa AeKPaTUBHbIX KPbIWEK Ha TOYEeYHbIN Kpenex:
11. Installation of clip-on cover onto single-point fixings:

Pa3pe3 / cut out

11.1 BcTaBbTe 3arnyLuKky, HagaBuTe C MUHUMAarbHbLIM YCUITUEM.
11.1 Insert cover one side, push in with minimum force.

Pa3pe3 / cut out

11.2 AN cHATVA 3arnyLUKV HaAOBWUTE Ha Kpaw 3arnyLukn. 3arnyLuka ¢ NerkocTbio BbICKOYMT.
11.2 To disassemble the cover, press the edge of cover with the fingernail or another soft subjekt.
The cover jump out.
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