MoHTaxHasa nHcTpykuna MANET yrnosow 3amok

Mounting instruction MANET corner lock

Lar 1 MNoaroToBKka 3amMKa K ycTaHOBKe

MoxanyicTa, 04MCTUTE NMOBEPXHOCTL CTeKna
cneumanbHbIMK YACTALLMMU CpeacTBaMm
nepen ycTaHoBKoW. 3aMOK/OTBETHas YacTb
nocrtasnseTcs B c6ope ¢ yniIoTHUTENSMM U
AeKapaTUBHbLIMU KpbILKkaMu. PackpytuTe
BMHAbI Nepes yCTaHOBKOW 3amka. YaanuTe
AepeBsiHHbIe YNINOTHUTENN.

Heobxoanmble UHCTPYMEHTbI:
Requisite tools:

STEP 1 Disable lock

Please clean the glass with standard glass
cleaner prior to installation.

You receive the lock / strike box with lock
plates and cover caps in a mounted state.
Unscrew countersunkscrews prior to
installation. Remove wooden or plastic blocks.
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Lar 2 YcTtaHoBKa 3aMKa

YcTaHoBKa AeKOPaTUBHON KPbILLIKK:
3akpyTuTe pe3bboBble WTUdThI 2.7 (3 X)
knoyom 1,5 mm. YcraHosute
[EeKOPaTUBHYIO KPbILLKY U BbIKpYTUTE
wWTNgTHI.

2.1 [ekopaTuBHas KpblLlKka (BHYTPEHHSAS)
2.2 MpwxumHas nnacTuHa

2.3 lMNnactukoBas npocTaBka

2.4 YnnoTtHutenb

2.5 Crekno

2.6 ba3a 3amka

2.7 Pe3bboBble WTUdTHI AN YCTAaHOBKN
AeKop. KpbiLwek (3 x)

2.8 BuHT BnoTtan M5 gns umnuHgpa
2.9 BuHTbI BnoTan M6 x 25, (2 x)

2.10 [JekopaTvBHas KpblLLKa (BHELUHAS)
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STEP 2 Mounting of the lock

Securing cover caps:

Insert threaded pins 2.7 (3 x) by means of
1.5 mm allan key. Attach cover cap, and
retreat threaded pins into cap holes.

2.1 Cover cap interior

2.2 Clamp plate

2.3 Plastic intermediate plate

2.4 Gasket

2.5 Glass

2.6 Lock case

2.7 Threaded pin for cap fixing (3 x)
2.8 Countersunk screw M5 for PZ fixing
2.9 Countersunk screw M6 x 25, (2 x)
2.10 Cover cap exterior
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